
. 

273 
COPY 
RM L57D24b 

RESEARCH MEMORANDUM 



iF NACA RM L5p24b 

NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

Fu?sEARm MEMORANDUM 

STEADYLCADSDUETOJET -c!E ON WINGS, TAILS, 

ANDFUSEL!GESATTRANSONIC SPEEDS 

By John M. Swihart and Norman L. Crabill 

SUMMARY 

This paper gives the results of some recent investigations of jet- 
interference effects on actual airplane configurations at transonic speeds. 
Data presented herein were obtained with hot jets on both wind-tunnel and ' 
flight models. Results indicate that jet-induced effects sre small at 
subsonic speeds; however, at low supersonic Mach numbers, these effects 
are comparable to those obtained at substantially higher %ch numbers. 

INTRODUCTION 

In recent years there have been several investigations of turbojet- 
exhaust interference effects at supersonic speeds (refs. 1 and 2); however, 
only a limited amount of data has been obtained at trsnsonlc speeds. It 
is the purpose of this paper to show the results of some recent investi- 
gations of the jet interference on actual airplane configurations at 
transonic speeds. 'Ihis discussion will be limited to steady loads induced 
by simulated jets on nesrby wings, tails, snd overhsnging fuselages. Data 
presented in this paper cover the Mach number rsnge of 0.85 to 1.20 and 
were obtained with hot jets at total pressure ratios corresponding to 
current turbojet-engine pressure ratios. 

SYMBOLS 

b 

C 

F 

cn 

% 

span 

local chord 

mean aerodynamic chord 

section normal-force coefficient 

normal-force coefficient 
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incremental normal-force coefficient, CR,jet on - CN,jet off 

cP pressure coefficient, 'local - Pm 
Q 

AcP incremental pressure coefficient, Cp,jet on - Cp,jet off 

df primary jet diameter 

P pressure 

9 dynamic pressure 

Y spsnwise distance 

z distance below wing chord plane 

Subscripts: 

AV average 

J Jet 

R resultant, Lower surface - Upper surface 

t total 

T tail 

03 free stream 

APPARATUS 

The models used in these investigations are shown in figure 1. The 
sting-mounted 60°'delta-wing model was tested in the Langley 16-foot 
transonic tunnel with one jet-nacelle located at 41 and 69 percent of the 
semispan on one wing panel only. At-the inboard station, the jet exit 
was located at 38 and 69 percent of the local chord and at 1, 2, and 
4 jet diameters below the wing. At the outboard location, the nacelle 
was tested only at 4 jet diameters below the wing, and the exit was at 
63 percent of the local chord. Simulation of the exhaust of a non- 
afterburning turbojet engine was achieved through the use of a hydrogen 
peroxide gas generator exhausting through a sonic exit. The jet total 
pressure ratio was 1 (power off) and 5 with a jet stagnation tempera- 
ture of about 1,400° F at each test Mach number. h-essures were meas- 
ured by static orifices located at about every 5 percent of the chord 1 
on the upper and lower surfaces.at six spanwise stations. 
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The twin-engine model with part of the fuselage overhanging the jet 
exhaust was also a 16-foot-transonic-tunnel model and was supported at 
the wing tips by a bifurcate sting-support system. Two hydrogen peroxide 
turbojet simulators were mounted in srm-pit nacelles; their exhausts were 
partially sepsrated by a short keel. Static pressures were measured along 
this keel and the shoulder of the overhanging fuselage. The horizontal 
tail was mounted in both a high position (on the vertical tail) and a 
relatively low position (on the boom). Pressure distributions were 
obtained on both tails directly above the jet center line extended. 

The single-engine model with the fuselage overhang was flight tested 
with the horizontal tail located ahead of the jet exit and at two posi- 
tions downstream of the jet exit. An afterburning turbojet engine was 
simulated by using a solid-propellant rocket motor exhausting through a 
sonic exit at a total pressure ratio of 6.0 and a stagnation temperature 
0f 3,200O F. Pressures were measured on the top and bottom of the fuse- 
lage overhang and at two spanwise stations on the tails at a Mach number 
of 1.2. 

An investigation was conducted in the Iangley 16-foot transonic 
tunnel of a target-type thrust reverser mounted oh a single-engine fighter 
model to evaluate the thrust reverser as a speed brake. The design of 
the reverser was taken from reference 3, and the jet exhaust was simulated 
by a hydrogen peroxide simulator operating at a jet total pressure ratio 
of 5. During the course of this investigation, static pressures were 
measured around half of the fuselage at 6 meridians and for about 3 jet 
diameters ahead of the base. Flow visualization was achieved by tufts 
on the other half of the fuselage. 

Data are presented for the wind-tunnel models from M = 0.85 to 1.05; 
data are presented for the flight model at M = 1.20. 

FUZSULTS AND DISCUSSION 

Effects of Isolated Jets 

Before discussing the results of these tests, a review will be given 
of the phenomena pertinent to the exhaust of an isolated overpressure 
sonic jet into subsonic and supersonic external streams. At current jet 
total pressure ratios, the jet bulges outward immediately downstream of 
the jet exit at both Mach numbers (fig. 2). At subsonic speeds; since 
the internal structure of shocks and expansions cannot penetrate the 
subsonic mixing boundary (see ref. 4), th e only signifies& effects in 
the external flow are some compression due to the bulge near the exit 
and a subsequent expansion downstream due to entrainment of the external 
stream by the jet (fig. 2). Contrariwise, for supersonic speeds, Leiss 
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and Bressette (ref. l), Love and Crigsby (ref. 4), and others have shown 
that the external flow is marked by a shock at the Initial bulge (exit 
shock), an expansion over the curved jet boundary, and a shock (jet shock) 
which occurs where the shock internalto the jetpenetrates the supersonic 
mixing boundary (fig. 2). Even though the initial deflection angle of 
the bulge is only about half that for subsonic speeds (ref. 4), the 
presence of shocks in the external flow indicates that the effects on 
the external stream msy be considerably larger-than in subsonic flow and 
probably extend to greater distances from the jet boundary. 

Jet Effects on Wings 

Figure 3 shows the jet-induced resultant pressures on the 60~ delta- 
wing model at M = 0.90 and 1.05 for a = 5O for one nacelle located 
1 jet diameter below the right wing and tith the jet exitat 69 percent 
of the local chord. Qualitatively, the results sre about what might be 
expected from the discussion given for isolated jets (fig. 2). At 
M= 0.90, the effects of flow inclination near the jet exit and the sub- 
sequent expansion due to entrainment produce- mp,R peaks of no more 
than 0.09 and -0.05, respectively. At M= 1.05, the effect of the exit 
shock is to give a positive peak of ap,R = 0.27; the negative peak is 
slightly less than 0.10. The effects dTminish rapidly with increasing 
spanwise distance from the jet at-M =-0.90 and only moderately 
at M=l.05. 

Figure 4 presents jet-induced resultant pressures for the ssme test 
conditions as those for figure 3 except the whole nacelle has been moved 
down to s = 4 

T 
and forward so that the exit-is now at 38 percent of the 

local chord. In general, the jet effects are shifted correspondingly for- 
ward and, at --M = 0.9, the effects are somewhat diminished. At M = 1.05, 
however, the maxFmums and minimums are comparable with those obtained when 
the nacelle was located only 1 jet diameter below the wing (fig. 3) as far 
as the exit shock intersects the wing. The data indicate that the exit 
shock has passed off the leading edge of the wing slightly outboard 

Of 6 
= 65 percent and that the jet effect shown for 

$5 
= 74 percent 

comes entirely from the influence of the jet on the wing upper-surface 
pressures. Evidently, this effect results from some interaction of the.. 
jet-exit shock and the wing leading edge. 

The chordwise pre.ssure distributions obtained at a = 5O and 
M= 0.90 and 1.05 for.the two nacelle positions shown in figures 3 and 4 
have been integrated to obtain the spanwise loading curves shown in fig- 
ure 5. Additional data obtained for the nacelle located at 69 percent 
of the wing semispan_..withthe jet exit at 63 percentof the local chord 
and 4 jet diameters below the wing sre given in figure 6. Spsnwise 
loadings for the basic wfng (no nacelle or pylon) are also given in 

. 
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figures 5 and 6 for COIQ36riSOIl. It i6 seen that the largest effect6 
occur at M = 1.05 in all three cases, and that, at this Mach number, 
the effect is smallest for the case where the exit-shock intercept passes 
off the wing before reaching the tip. Although the & = 0.010 
measured for the nacelle pOSitiOned at the inboard location and 1 jet 
di6meter below the wing is only about 5 percent of the wing normal force, 
it is actually about 1.5 time6 the thrust of the jet cau6ing this effect. 
This is comparable in magnitude to the effect6 shown in reference 1 at 
a Mach number of 1.8. 

The wing chordwise and spanwise center-of-pressure location6 for 
the nacelle located at the inboard position and for z/dj = land 4 
are Shown in figure 7. Jet operation has a very small effect on the 
chordwise Center Of pressure and practically no effect on the 6paINiSe 
center of pressure at SUbSOniC Speeds. In general, the data indicate 
that the slight forward and inboard movement of the center of pressure 
is more pronounced for z/dj = 1. 

Jet Effect6 on Fuselage Overhang6 and 

Horizontal-Tail Surfaces 

The data Shown in figure 8 give the effect of Mach number on jet- 
induced pressures measured along the overhanging portion6 of two different 
exit configurations. Although these data were obtained on two different 
configuration6 at different jet total pressure ratios, these difference6 
are unimportant in Showing the effect6 that 6re diSCU66ed here. For the 
data at M = 0.85 (the twin-engine fighter), the increment of ACp = 0.25 
at the center line indicate6 that the jet is probably in contact with 
the center-line row of orifices over the entire length of the short keel; 
however, very little jet effects were measured at the orifice row around 
the shoulder. Extensive pressure surveys Of this kind have been Shown 
in reference 5. 

At M = 1.20, the data (the single-engine type) indicate that the 
orifices on the bottom of the boom were probably in contact with the jet 
at least near the exit. me pressure measurements made along the top of 
the boom when the horizontal tail was located ahead of the exit indicate 
that moderate positive pressure increment6 6re experienced even though 
this position is "blanketed" by the boom. Additional data, not ShOwIn 
here, indicate that the leading edge of this upper-surface jet-effect 
zone moves aft with increasing Mach number. 

Thus, at SUbSOniC speeds, the region of fuselage Overhang6 Subject 
to significant jet effect6 is qe6rl-y confined to that in contact with the 
jet. At supersonic speeds, the region of significant jet effect6 extend6 
much further away from the jet boundary and can even 6ffect blanketed 
areas. 
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The effect of tail position on the jet-induced tail chordwise pres- 
sure distribution6 measured at M = 1.20 on the single-engine model is 
shown in figure 9. The data indicate that the loading over the forward 
third of the tail is greatest for the forward tail position and that the 
loading is greater outboard. Ilhe lower loading at the inboard location 
may be due to the effects of a s~ibscnic jet-mixing boundary in the region 
immediately under the boom and this SUbSOniC mixing boundary m6y give way 
to a supersonic mixing boundary outboard, with consequent increase in jet 
effects. 

Figure 10 show6 the effect of tail position and free-stream Mach 
nlzmber on jet-induced tail and tail-plu6-afterbody normal-force coeffi- 
cients. Pressure distribution6 obtained for the high and 1,ow horizontal 
tail6 at M = 0.85 on the twin-engine model were integrated to obtain 
the jet-induced effect on section normal-force coefficient-as a function 
of angle of attack. The data indicate that for the high tail there is no 
jet effect on Cn atany angle of attack, whereas, in the low tail posi- 
tion, a constant reduction of 0.07 in cn was obtained at all angles of 
attack. This result indicates that the flow entrainment effect of a jet 
in subsonic flow diminishes rapidly with distance from the jet boundary. .- 

Accelerometer data taken at M = 1.20 for the three longitudinal 
position6 of the horizontal tail on the Single-engine models were reduced 
to Show f%CN induced by the jet on the 6fterbcdy and afterbody plus tail. 
The data, based on the plan-form erea downstream of the jet, indicate 
that ACM probably goes through a maximum a6 the positian of the exposed 
tail centroid is va;ried between 0 and 2.5 jet di6meters downstream of the 
jet exit. IX' the reduction in tail-section normal-force coefficient 
obtained at M = 0.85 be taken a6 representative of the effect over the 
entire tail, then the total jet-induced tail.loads are seen to change 
sign as the free-strewn Mach number is increased from M = 0.85 to 1.20. 

Jet-3Effects Due to must Reverser 

The effect of thrust-reverser operation on 6fterbody pressures on a 
single-engine blunt-based fighter-type configuration flying at M = 1.05 
is given in figure ll. 'Ihe curves shown represent averages of the six 
pressures meaSLKt?ed around the periphery of the left side of the afterbody 
at each fuselage station. When no reverser is present, the pressures 
ahead of the base 6re negative and decrease to -0.27 at the baee. When 
the target-type reverser w&8 extended, the pressure6 were increased to 
positive q&es for.@out 3 jet diameter6 ahead of the base. The tuft 
studies indicated that separation occurred on the fuselage forward of 
3 jet diameters and this separation was very unstable. The resulting 
large lateral o6cillation6 of the model on the relatively rigid support 
system used in the wind-tunnel test indicate that the operation of this 

r 

. 
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device on an airplane in free flight might render the airplane unflyable. 
Although it is now known that this reverser is not a good design, it is 
believed that the magnitude of these local pressure change6 is typical 
of what Should be expected with most thrust reversers. 

CONCLUSIONS 

Examination of the data from recent investigations of jet-interference 
effect6 on actual airplane configuration6 at transonic Speeds ha6 led to 
the following tentative conclusions: 

1. At subsonic speeds, jet-induced effects on wings, tails, and 
fuselages are small and decrease rapidly with distance from the jet 
boundary. 

2. At low supersonic Mach numbers , jet-induced effects comparable 
to those obtained previously at substantially higher Mach numbers can be 
realized. Generally, these effect6 do not diminish as rapidly with 
di6tarEe from the jet boundary 6.6 those induced in SUbSOniC flow. 

Langley Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 

Langley Field, Va., Msrch 5, 1557. 
. 
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CONFIGURATIONS INVESTIGATED 
60” DELTA WING OVERHANGING FUSELAGE 

SINGLE 
NACELLES TWIN JET 

THRUST REVERSER 

-. \ x:\ . 

SINGLE JET 

Figure1 

FLOW PHENOMENA ASSOCIATED WITH JET EXHAUST 

P+,j/P,=2 TO 4 

Pa : /Pm’ 5 r EXIT SHOCK 

Figure2 
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JET-R\QuGED RESULTANT PRESSURES 
a=~?; z/dj=i 

2r M co.90 
.I 

‘%,R 0 
LOCAllON OF ~JLJC-u 
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M4.05 
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Fbw= 3 . 

JET-INDUm RESULTANT PRESSLKS 
a+“; ZAj=4 

M =a90 
.I 

AcFjR 0 
LO’SATtON OF NACEUE .- 

_- ;I _ 
-.I 

.2 

Acp,~ -I 
0 

-, I 
-2 

. 

Figure4 
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JET-INTERFEfENCE EFFECT 

M=O.SO 

I -1 I t I 
0 .2 .4 .6 .8 ‘; 

ON SR4N LWNG 

M=l.05 

0 

Figure5 
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JET-INTERFERENCE EFFECTS ON SPAN LOADING 
U’S*; + =4; NACELLE AT & =0.6S 
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Figure6 



JET-INTERFERENCE EFFECT ON CENTER OF PRESSURE 
(2=5O 
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MACH NUMBER EFFECT ON AFTERBODY PRESSURES 
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Figure 8 
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JET EFFECTS ON TAIL CHORDWISE PRESSURE DISTRIBUTIONS 
TWO SPANWISE STATIONS; TWO TAIL POSITIONS 

Mo~~1.20; Pt, j/Paa6.0 

0 
X/dj=2.3 

.I I-‘\ 0 0.32 

Y,, CHORD 

Figure 9 
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0 IO 20 30 40 

JET EFFECT ON AFTERBODY AND TAIL 
NORMAL-FORCE COEFFICIENTS 

M, = 0.85 M,= 1.20 

TWIN ENGINE SINGLE ENGINE 

TAIL c, 
*jE;LcN .;[y;b, 

0 4 8 I2 0 
a, DEG TAIL lPOSl~,DN ,t/dj4 

Figure 10 
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EFFECT OF TARGET-TYPE REVERSER ON 
AFTERBODY PRESSURES 

AVERAGE Cp -; 111 

.I 
t 

REVERSEREXTENDED 
I 

.2- ‘\ 
'. -- d-/ I I I -c 

-3.0 -2.0 -1.0 0 
AFTERBODY LENGTH AHEAD OF JET EXIT, X/dj 

Figurell 
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